FEATURES / BENEFITS

o ETL Verified to TIA/EIA 568-B.2-1 Cat 6

o Augmented Category 6 TIA 568B.2-10 draft 2.0 PSANEXT and
PSAELFEXT compliant

= SMP patented PCB technology

» Backward compatible, Cat 3, 5, & 5e

« Mounting flexibility

= Removable cable strain-relief bar aftaches directly fo Panel

« All steel panel {no plastic frames) ensures panel rigidity and
reliable terminations

 EMI suppression

APPLICATIONS

e 10G BASE-T Etfernet + Voice

= 1000 BASE-T Gigabit Ethernet = 4/ 16 Mbps Token Ring
o 100 BASE-TX Fast Ethernet = 100 Mbps TP-PMD

e 10 BASE-T Ethernet = Broadband Video

SPECIFICATIONS

Modular Plug and Jack

« Compliant with IEC 60603-7 and US CFR 47 (FGC) part 68.500
subpart F and TIA 968A.

= Conlact material - High strength beryllium copper alloy.

o Contact plating - 50 pin goid over 100yin nickel.

« Durability - 750 cycles, IEC 60603-7 level A.

IDC contact

= Reliability - Compliant with TIA/EIA 568-8.2 Annex A and
TIA/EIA 568-B.2-4

=« Durability - 200 termination cycles.

= Conductor compatibility - 26 AWG through 22 AWG solid, 24
AWE stranded.

« Material - High strength phosphor bronze alloy.

o Plating - Tin/lead alloy, 200pin minimum thickness.

s Wire retention - Greater than 2 lbs. axial fo contact. Greafer
than 10 Ibs. perpendicular to contact.

Electrical

= UL 1863 Listed Communications Circuit Accessories file mo.
E137579

+ ETL Verified TIA/EIA 568-8.2-1 Cat 6 component compliant

o IEEE 802.3an 10G BASE-T link segment (Clause 55.7) compli-
ant {100m}

= [SA certified

= [nsulation resistance - 500 MCYL. minimam.

« Dielectric withstand - 1000 V AC rms., AC 60 Hz or 1414 V
DG P-P.

= Bulk resistance - Less than 200 mC). DC resistance unbal-
ance - Less than 5%.

« DC current rating - 1.5 A per conductor at 30° G ambient
de-rated to 0.75 A at 60° ambient.

Construction

= Panel - Powder coated 16 gauge CRS box section

= Modile - UL 84V-0 rated thermoplastic and Fr-4 fiberglass-
epoxy PCB with solder mask on both sides

« Wire management bar - Powder coated 16 gauge steel,
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ORDERING INFORMATION
Category 6 X Gig Patch Panel, 16 Port AKXG16-UTP
Category 6 X Gig Patch Panel, 32 Port AKXG32-UTP
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